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Guardian Fiberglass Insulation

Ceiling, Walls, Basements, Crawls and Garage Walls

    Ceilings can either be batted or blown fiberglass or cellulose
    Walls can either be batted or sprayed

    R-Vaules range from R-11 to R-38 and the new R-49

Residential Batts come unfaced, kraft faced, or foil faced they can come pre-cut or in rolls

· Unfaced Insulation-unfaced fiberglass thermal/sound attenuation blanket with no vapor barrier.

· Designed to fit between studs by friction

· Krafted Face Insulation-fiberglass thermal/sound attenuation blanket with a ploymer coated kraft paper vapor retarder facing on one side with stapling flanges at edges.

· Foil Faced Insulation-fiberlgass thermal/sound attenuation blanket with a polymer coated foil kraft paper vapor retarder facing on one side with stapling flanges at edges.

Guardian Fatt Batt:  The highest R-Value batt available in the market today

· Has a R-49 value
· It’s 15” thick

· Easy on-step application

· Helps meet the new energy codes

· Eliminates the need to install multiple thickness of batts or additional loose fill installation for higher R-value specifications

Guardian Attic Guard Premium Insulation:  For use in blown attics
· Loose fill fiberglass insulation provides superior thermal performance

· It’s non-corrosive, non-flammable, non-combustible and pest resistant.
· Contains only pure glass fibers with no bonding agents and is formaldehyde free

Ultra Fit ds: Dimensionally stable fiberglass spray-on insulation

· 2-3 times more fiber

· Reduced air infiltration

· Improved R-values

· Significantly reduces costly voids and air gaps

Guardian Basement Wall Insulation

  Guardian basement wall insulation allows basement wall to be insulated without the cost

  of framing or finishing the interior basement walls.

· Has 3-1/2” thick fiberglass blanket laminated to reinforce facing which can be exposed

· It is available unfaced for non-exposed areas such as crawlspaces

· It carries a flame spread rating of 25 or class A

· It provides a R-11 thermal value

· It is available perforated or non-perforated depending on what is needed

Condition Crawl Space: Non-vented crawl space

· The non-vented crawl space system uses rigid foam insulation on the foundation wall interior to reduce the potential for condensation and related moisture problems

· Thermax Sheating delivers the same benefits with an R-value of 6.5 at 1 inch of thickness
· It is a glass-fiber-reinforced polyisocyanurate foam core with special laminated facers that enhance moisture and damage resistance.

· Thermax Sheathing is the only insulation that may be left exposed in crawl spaces

Metal Building Insulation

  Guardian’s laminated metal building insulaion is a high-quality fiberglass blanket used 

  for metal building applications.

· Reduces energy cost

· Improves noise control

· Enhances light reflectivity

· Helps control condensation

· R-vaules range from R-10 to R-30

For more information go to www.guardianfiberglass.com or www.guardianbp.com
